
 
 

 

 
 
 
 

 
 
 
 

Recycled, Low Waste Roof Slate System 
 

Features and Benefits 
 

 Manufactured from 99% recycled, re-engineered materials 

 Easy to carry packs with integral handle 

 Quicker to install - save time and money on site 

 Approximately 80% lighter than natural slate 

 Fire rated to EXT.S.AA in accordance with BS476 Part 3: 2004 

 Certified to withstand wind and wind driven rain in excess of 110mph 

 Resistant to fungicidal and microbial growth as well as airborne chemicals and pollutants 

 Robust and non-brittle – less breakages and less wastage 

 Safe to cut and use on site – no harmful dust created 

 

 
Description 
 

IKOslate is a composite roof tile manufactured from mineral reinforced, 99% recycled and re-engineered 
materials. Its unique structure gives it superior strength and makes it easier to handle and install. IKOslate has 
the same aesthetic qualities as slate because moulds of quarried slates are used to form the composite tiles. 
Each mould imparts different textures and patterns to the tile and its natural look is enhanced by a realistic “slate 
grey” finish.  
 
IKOslate allows the experienced roofer, or contractor without extensive roofing experience, to deliver a 
sustainable roof with the look and feel of slate faster and more economically than previously possible. Unlike 
natural slate, IKOslate can be installed using power tools. Tiles can be nailed down using a hammer or nail gun 
and they can be cut with a hacksaw or jigsaw. No specialist tools are needed and any offcuts are 100% 
recyclable. 
 

IKOslate Crown Ridge Tiles 
 

IKOslate Crown Ridge Tiles, which can be used in conjunction with IKO’s Armourvent ridge ventilation strip, are 
the perfect way to finish the IKOslate roof. The Crown Ridge pieces have the same slate surface patterning as 
the regular IKOslates, but they have a flexible hinge which allows them to be readily formed to any ridge profile.   
 
IKOslate Crown Ridges overlap each other as they are laid along the ridge, ensuring a weather-tight seal and 
helping to comply with current British Standards. 
 
 
Note: Alternatively IKOslate can be installed in conjunction with other proprietary dry fix ridge capping systems. 

3. Installation 
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Product Details 
 
 

Dimensions and Weights IKOslate Main Tiles IKOslate Crown Ridge Tiles 

Individual Slate Size 425.45mm x 285.75mm 425.45mm long 

Thickness 7.0mm (including texture) 6.4mm (including texture) 

Weight per Slate 0.57kg 0.45kg 

Slates per Bundle 27 20 

 

System Specifications 

Minimum Pitch 22.5
o
 (felt & batten) / 18

o
 (fully boarded with suitable underlay) 

Maximum Pitch 90
o
 

Minimum Head Lap 70mm 

Minimum Gauge 150mm 

Minimum Batten Size 38mm x 25mm treated battens 

Nail Types / Size Large headed 30mm galvanised nails (steel or copper) 

Coverage 1.5m
2
 at 75mm lap 

 

Typical Performance 

Fire Rating & Flame Spread EXT.S.AA in accordance with BS476 Part 3: 2004 

Wind Uplift Resistance 
Certified to withstand wind and wind driven rain in excess of 
110mph FBC 2004/High Velocity Hurricane Zones TAS No. 
100-95 (175kph) 

Chemical Resistance 
Resistant to fungicidal and microbial growth as well as airborne 
chemicals and pollutants 

UV Resistance 
Passed 4,500 hours accelerated arc zenon test for colour 
fastness and UV resistance 

 
 

  
 

                     
 
Application 
 

IKOslate tiles can be installed using either a hammer with recommended roofing nails, or by pneumatic air nail 
gun. When using the latter, please ensure that regulated pressure is regularly checked to prevent excess 
penetration. IKOslate can be cut with the simple use of a utility knife. Deep score the textured side of the slate 
tile along the desired angle or location of cut, and then snap the tile backwards and forwards in the opposite 

IKOslate Main Tiles IKOslate Crown Ridge Tiles 
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direction until the tile snaps. IKOslate tiles may also be cut using a circular, jig or miter saw. Please be sure to 
take proper safety precautions when using any cutting tools. 
 
IKOslate tiles should not be installed in temperatures below 0

o
C. 

 
Please refer to the dedicated IKOslate Installation Manual for detailed advice on installing the IKOslate system. 
This can be obtained from IKO Technical Services. 
 

Storage 
 

It is recommended that the IKOslate Crown Ridge Tiles are stored at room temperature 24 hours before use. 
This is to allow the elastomers to relax, ensuring maximum flexibility, and minimising any risk of cracking. 
 

Shelf Life 
 

Indefinite when stored as recommended. 

 

 
Additional System Components 
 

IKOslate is part of IKO’s pitched roof system, the first roofing concept that meets the needs of the modern 
roofer. Individually each component represents state of the art roofing technology, whilst together they form a 
unique and fully integrated solution: 

IKO Eaves Protection Strip is a polyester based bituminous membrane that is laid as the first sheet along the 
eaves. It can be dressed into the gutter to protect timber fascias from water damage. 

IKO Ultimo HS is a BBA approved underslating that absorbs and releases moisture in a measured and 
“intelligent” way to manage roof space condensation. 

IKO Armourvent is an innovative, easy to install ventilation strip that effectively controls the formation of 
condensation in the roof void. The unique design consists of an ultra-strong but discrete profile, ensuring a 
smooth, straight and virtually invisible roofline. 

IKOflash is a modern alternative to lead flashing. It can be worked in a similar way to lead but is easier to cut, 
non-toxic and almost 80% lighter.  

 
Specific datasheets are available for each of these system components, and can be downloaded from the IKO 
website – visit www.ikogroup.co.uk. 

 
 

Further Information 
 

Full product literature, health & safety and technical sheets are available as downloads from our website:  
www.ikogroup.co.uk or on request by email: marketing@ikogroup.co.uk 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Whilst every care is taken to see that the information given in this literature is correct and up to date it is not intended to form part of any 
contract or give rise to any collateral liability, which is hereby specifically excluded. Intending purchasers of our materials should therefore 
verify with the company whether any changes in our specification or application details or otherwise have taken place since this literature 
was issued. 
 
Company Registered in England No. 2678296 – Registered Office:  Appley Lane North, Appley Bridge, Wigan, Lancashire, WN6 9AB 
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