
Roof metal tile
Designed to protect
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The long-lasting roof



Tightness and uniform appearance 

The perfect joining of the Umbrella metallic tile panels provides 
the roof a pleasant appearance and long time resistance. The 
three-dimensional cutting removes any visible joints and the 
hidden screw mounting system provides elegant design and 
increased protection of sealing gaskets. All roofing accessories 
(ridges, gables, eaves aprons, snow stoppers, etc.) are also 
made of the same raw material, which provides color uniformity 
throughout the deckhouse. 

Elegant
Design 

Innovative joining system
 
Patented joining of modules, without visible overlaps. 
The two lateral collection channels protect the roof against 
accidental ingress of water from outside and accumulation of 
condensation inside the system.

Perfect
Fixation 

Structure of the tile panel 

Depending on thickness, the SSAB raw material has coverage 
from 30 μm to 50 μm. The primer coat in the same color as the 
paint makes invisible any scratches due to handling. Persistence 
of color in time and enhanced corrosion resistance are technical 
features that define the quality of the Swedish raw material. 

Durability and 
strength 

1. Steel sheet 

2. Zinc layer 
3. Passivation layer 

4. Primary primer coat on the outside 

5. Paint coat on the outside 

6. Protective layer inside 

Leader in the production of high hardness steel 

Tested in the fierce climate of Scandinavia, the raw material 
produced by the Swedish corporation SSAB provides all the 
qualities and advantages for a durable roof. The coatings Prelaq 
Nova Matt and Prelaq Matt Polyester give it a higher resistance 
in operation when exposed to various external factors such as 
UV or other mechanical loads.

Choose the original! 
To identify the SSAB raw material, look for the distinctive sign. You will find it printed 
on the back side of the metallic tile panel. This marking cannot be removed, defaced 
or washed. 

Proven
guarantee 

Photographer: Pär K Olsson © Copyright by SSAB 

Why Umbrella®

For more information about the features of the SSAB raw
material, please visit the www.roofart.eu sites. 

The long-lasting roof



About the roof metal tile 

Whatever type of metallic tiles you choose, you can be sure you 
have made the best choice! 

A feature of the Umbrella product is its increased rigidity. 
The wave depth of 24 mm and the fold height of 20 mm help 
significantly increase the transversal and longitudinal rigidity. 
These features are essential when transporting, assembling and 
moving the tiles on the roof, thus helping to avoid accidental 
bending or bowing. 

Class Thickness Overlay Colors Model Warranty

Premium 0,50 mm
275 g zinc

Prelaq Nova Matt 50 μm / 
GreenCoat 30 μm 

3009, 8017, 8019 / 
7024, 9005

Classic 
Double modular

30 years for corrosion
15 years for color

Standard Plus 0,45 mm
275 g zinc

Prelaq Matt Polyester
30 μm

3009, 8017, 8019 Classic 
Double modular

30 years for corrosion
15 years for color

Structured Matt 0,47 mm
220 gr zinc

High Durable
Polyester

3005, 3009, 6005, 
8017

Classic 
Double modular

10 years for corrosion
7 years for color

Standard 0,47 mm
225 g zinc

Glossy PE 3005, 3011, 8017 Classic 
Double modular

10 years for corrosion
7 years for color

Economic 0,42 mm
225 g zinc

Glossy PE 3005, 3009, 3011, 
8017

Classic 10 years for corrosion
7 years for color

Prepainted 
steel sheet 

Wine
red

RAL 3005

Grey
brown

RAL 8019 RAL 9005

Black

RAL 7024

Graphite 
grey 

RAL 3011

Red Brown

RAL 8017RAL 3009

Brick
red

Classic Umbrella®: 
Metal tile panels with the length of 
up to 12 modules (1180 mm wide x 
maximum 4230 mm long). 

* Please check available stock material

Double-module Umbrella®:
Panels consisting of 2 modules 
(1180 mm wide x 755 mm long). 

Having acquired an experience of over 17 years in designing, manufacturing and marketing systems for the takeover of rainwater from 
the roof, the RoofArt Company decided to extend its business area and invest in metallic tile production equipment. Since September 
2013 RoofArt produces and distributes on the market a new range of products under the brand Umbrella. 

Production 

Classification 

Range of Colors:
- GUAR

A
N

T
E

E
 - GUARANTEE 

- 
G

U
A

R
A

NTEE

years
30RAL 6005

Green

Differences between real colors and the colors presented in print might exists. Please ask your RoofArt contact for 
the metal tiles samples.

The long-lasting roof



Modular System 
Panels consisting of two modules for easy mounting. 
Possibility to change/dismount easily any tile panel, even 
from the middle of the roof. 
Easy transportation, storage and handling, avoiding the 
risks that may arise when working with large tile panels
in high places.

Perfect Fixation 
Hidden fastening system, which eliminates possible
water ingress in the screw fastening areas. 

Design
Perfect joining and match of tile panels for
uniform and pleasant appearance.

Savings 
Small storage space (≈180m2 / pallet). 
Lower losses of sheet cutouts needed near valleys
or tilted ridges, roof windows or dormers. 

Safety of work with
double-modular metallic
tile panels.

Mounting example

Metal-wood screw fastening 
(4.8 x 35 mm). 

Fastening with metal-metal
weaving screws
(4.8 x 20 mm).

The result: a watertight and 
uniform roof! 

Double-module Umbrella® metal tile

Available since January 2014, this innovative product intended for metallic roofs is 
specially designed to facilitate the work in high places. 

Easy to mount 
and handle, 

without visible 
joints! 

Our specialist 
recommends 

Technical data

Fold height 20 mm

Wave depth 24 mm

Module length 350 mm

Total width 1180 mm

Effective coverage width 1100 mm

Number of modules 2

Maximal length 755 mm

Minimal slope 150

Weigth per area ≈ 5 kg/m2

Load per Europallet (200 panels) 180m2, ≈ 740 kg

Cross section of metallic tiles module 

Longitudinal section of the metallic tiles panel, consisting of two 
modules 

The long-lasting roof



NOTE: It is forbidden to use and angle grinder 
in this work. Otherwise the galvanized and 
polyester coatings will be damaged and the 
product warranty will be lost. 

Mounting instructions

6

4 In order to mount the strips it is 
recommended to use wood screws. 
The foil is fixed by using vertical 
counter-strips mounted along the 
rafters at a distance of 600-800 mm. 
For safe mounting of the double 
modular tile, the strip must have the 
following dimensions: 30 mm high and 
50 mm wide. 

5 The horizontal strips are located at a 
distance of 350 mm starting from the 
eaves of the roof. The first interval will 
be smaller by about 1/3 of the diameter 
of the gutter because the tile panel 
must exceed with ≈5 mm the eaves 
apron edge. Thus, when the gutter is 
100 mm, the first interval will be 350 – 
1/3*100= 350 – 33 mm = 317 mm. The 
holder strip for the gutter hooks and 
the eaves apron shall be made from a 
plank of 30x150 mm. 

7 8

On the first horizontal strip a metal 
component, called the masking apron, 
will be mounted. It is used to give an 
aesthetic look of the roof and avoid the 
situation, where the first strip is visible. 

Inside the lateral fascia board the 
element, called inside gable or in some 
cases the lateral connection, will be 
mounted. It is intended to prevent the 
penetration of raindrops or snow under 
the tile. 

9 10

The tile fastening pieces are fixed on 
the masking apron of the first strip at 
a distance of 365 mm from each other. 
These elements are used to fix with 
screws the first metallic tile panel. 

The double modular metallic tile 
Umbrella is mounted from right to 
left, from the eaves towards the 
ridge. The first tile panel is fastened 
in the first stage in three screws of the 
same color, parallel to the roof tilt and 
located at the bottom of the panel. 

11 12

The upper part of the tile panel is 
fastened in four screws perpendicularly 
to the roof tilt and fixed to the 
horizontal strip by clamps cut and 
pre-drilled during the manufacturing 
process. The overlapping of the two 
panels makes these screws invisible, 
thus avoiding the water penetration 
inside and providing a uniform design 
of the roof. 

For the final sealing, the gable curb is 
fixed outside the lateral fascia board 
with horizontal screws. 
Although not specified, the following 
items are required and/or necessary in 
most situations: ridges and ridge caps, 
valleys, connections to dead wall, 
snow stoppers, sealing sponges, etc. 

The second double modular tile panel 
overlaps the panel already placed 
and is fixed by using three screws 
at the bottom and four screws at the 
top (according to points 9 and 10). At 
the place of joining, four tile panels 
another screw will be used. 

Mounting instructions are also available in video format on  
www.roofart.eu sites.

3 The anti-condensation foil is a non-
woven membrane obtained by 
laminating high density polypropylene 
fibers, UV stabilized, with high 
mechanical strength and supporting up 
to 2m water column without infiltration. 
The foil is placed horizontally, parallel 
to the eaves. Horizontal overlaps will 
be minimum 150 mm. For optimum 
sealing it is recommended to stick the 
foil with double sided adhesive tape. 
The foil is expanded over the eaves 
apron and the side fascia board so that 
the water drops seep into the gutter. 

The metallic double modular tile is 
mounted after the gutter hooks have 
been installed. 
Mounting instructions for the roof 
gutters and downpipes system are 
available on pe www.roofart.eu.

1 Then proceed by mounting the eaves 
apron, the element that ensures the 
taking over of water accumulated from 
the anti-condensation foil. In addition, 
it protects the space between the 
gutter and the frontal fascia board 
against the ingress of water or snow. 

2
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Classic metal tile Umbrella®

Number of 
modules Total length (mm) Coverage length (mm)

1 380 350

2 730 700

3 1080 1050

4 1430 1400

5 1780 1750

6 2130 2100

7 2480 2450

8 2830 2800

9 3180 3150

10 3530 3500

11 3880 3850

12 4230 4200

Technical data

Fold height 20 mm

Wave depth 24 mm

Module length 350 mm

Total width 1180 mm

Effective coverage width 1100 mm

Maximal length 4230 mm

Minimal length 735 mm

Minimal slope 150

Weight per area ≈ 5 kg/m2

The classic metallic tile is the standard
product on the market, the main
feature being the maximum length
that can be produced - 4230mm (equivalent to 12 modules).
This model is available with various thickness, coatings, textures and colors. 

Although it is a metallic tile, its performance is fairly good. The quality of the SSAB Swedish raw material is already proven by the 
rainwater systems produced by RoofArt for over 17 years. The average length of service of the roof is 50 years, the corrosion protection 
lasts 30 years and the persistence of color is guaranteed for 15 years. 

Cross section of metallic tiles module. 
Longitudinal section of a metallic tiles panel, 
composed of several modules.

High quality
for a fair price 

Umbrella® - Designed to protect 
The name is suggestive and catchy; 
it was chosen taking into account the 
role of shield against extreme weather 
conditions. A simple juxtaposition 
of words - roof is the umbrella of the 
house - resulted in the birth of a new 
brand. 

Since October 2013 Umbrella is a 
registered trademark of RoofArt and its 
graphic symbol keeps the same idea 
of safety and protection offered by the 
manufacturer. 

R
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Rainwater System 

Accessories for Metal Tile 

Complete covering system from the same manufacturer

JB - Gutter 
BJ - Gutter bracket  
CU - Universal gutter end  
CJ - Gutter hook  
CPU - Universal hook
PPC - Universal hook support  
KE - External corner 900 
KI - Internal corner 900 
RA - Outlet collar  
CB - Elbow 600 
PB - Intermediate pipe 

BU - Downpipe  
BB - Pipe holder  
RB - Pipe branch  
CE - Shoe  600 
EC - Adjustable shoe  
PC - Round outlet  
RC - Drain connector  
EJ - Gutter joint element  
PP - Overflow element  
DEP - Universal gully  
CEL - Elastic bend 

The RoofArt Company offers you a complete roof system. It is equipped 
with all necessary accessories. Tinsmithing elements are made from raw 
material of the same quality and color tone, in order to ensure both the 
sustainability and the uniform appearance of the roof. 

RoofArt offers all elements that provide roofing tightness: 
gaskets, anti-condensation foil, rivets, screws, tile fixing parts, etc.

Range of Colors:

PVC
Grey

brown

RAL 8019

White

RAL 9010 RAL 3011

Red

Other types of 
raw material 

Copper Zinc

Pre-painted steel 
sheet, SSAB

Wine
red

RAL 3005

Grey
brown

RAL 8019

White

RAL 9010RAL 9005

Black

RAL 3011

Red

RAL 8004

Copper
brown Brown

RAL 8017 RAL 7011

Iron
grey 

RAL 3009

Brick
red

B1

E1

E1

B2

A
C

H

I

G

J

F

B

A

C

K

G

J

F

D

E

Code Name Actual size (mm)

A Eaves apron 208x2000

B1 Big / small circular ridge 416x2000 / 320x2000

B2 Straight ridge 312x2000

C Snow stopper 250x2000

D Snow carver -

E1 RoofArt special valley 625x2000

E2 Classic valley 500x2000

F Connection to dead wall / wall apron 208x2000

G Gable curb 250x2000

H Connection to outer wall / Top fascia board 250x2000

I Lateral connection / Underneath fascia board 312x2000

J Ridge cover -

K Rainwater system -

Good to know!
On special order, we make 
tinsmithing elements tailored to 
the client’s need. 

For full information on this system, please request 
the brochures “Roof gutters and downpipes 
system - Scandic series” and “Extra PVC series” 
or view them in PDF format on www.roofart.eu.

Mounting instructions for the rainwater system are 
also available in video format on  www.roofart.eu.

The long-lasting roof
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ROMANIA
SC Roofart S.R.L. Sintionlunca DN 11, KM 27
com. Ozun, jud.Covasna

Call-Center end users: +40 372 900 222

T: +40 267 332 669 E: contact@roofart.ro
F: +40 267 332 579 W: www.roofart.ro

Romania

Moldova

Hungary

Lithuania

Belarus

Slovakia

Ukraine

Russia

Great Britain

Israel

The long-lasting roof


